
Auto Power Shut Off Configuration
The following instructions are only important if you plan on

using the e1002 without a phantom power supply, such as for remote
DAT recording. The Equitek e1002 incorporates a circuit which shuts
the microphone off if phantom power is removed.  This is done so
that battery power will be conserved if the user forgets to turn the
microphone off.  If it is desired to operate the microphone using only
the batteries, this feature must be disabled or the microphone will not
function.  This is easily done by means of a small movable
configuration jumper located inside the battery cover of the
microphone.  To gain access to the configuration jumper, remove the
single allen head screw near the bottom of the microphone on the
back side using the supplied 2.5mm allen wrench. Then remove the
battery cover and batteries for access to the configuration jumper. If
you do not plan to use the microphone without phantom power, it is
recommended that the configuration jumper remain in its default ON position.
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A Special Note About Batteries
The high quality rechargeable batteries used in the Equitek e1002 are Nickel Metal Hydride, or Nickle Cadmium type.

They were selected to provide long life with virtually no maintenance and have a number of properties that make them superior to
most commonly available rechargeable "9 volt" batteries:
1) Higher output voltage
2) Lower self discharge rate
3) High immunity to overcharging

If the e1002 is operated with a 48 volt phantom power supply it is unlikely they will ever need to be recharged, even if the
microphone is unused for months. If it should ever become necessary to replace the batteries or if you simply want a spare set,
Use only high quality Nickel Metal Hydride, or Nickle Cadmium type batteries.




