
 

 

  

 

 

  

For Firmware Version V1.9 

 

Publication AP10287 

 



 

 

 

Qu Series products comply  with the European Electromagnetic 

Compatibility directive 2014/30/EU and the European Low Voltage 

directive 2014/35/EU. 

Any changes or modifications to the product  not approved by Allen & Heath 

could void the compliance of the product and therefore the userõs authority to 

operate it. 

 

Qu-SB Getting Started Guide   AP10287 Issue 2 

Copyright © 201 6 Allen & Heath.  All rights reserved 

 

 

Allen & Heath Limited, Kernick Industrial Estate, Penryn, Cornwall, TR10 9LU, UK 

http://www.allen -heath.com 

 

Limited One Year Manufacturerõs Warranty 

 

Allen & Heath warrants the Allen &Heath -branded hardware product and accessories contained in the 

original packaging ("Allen & Heath Productó) against defects in materials and workmanship when used 

in accordance with Allen & Heath's user manuals, technical specifications and other Allen & Heath 

product published guidelines for a period of ONE (1) YEAR from the date of original purchase by the 

end-user purchaser ("Warranty Period"). 

This warranty does not apply to any non -Allen & Heath branded hardware products or any software, 

even if packaged or sold with Allen & Heath hard ware. 

Please refer to the licensing agreement accompanying the software for details of your rights with respect 

to the use of software/firmware (òEULAó). 

Details of the EULA, warranty policy and other useful information can be found on the Allen & Heath 

website:   www.allen-heath.com/legal . 

Repair or replacement under the terms of the warranty does not provide right to extension or renewal of 

the warranty period. Repair or direct replacement of the product under the terms of this warranty may be 

fulfilled with functionally equivalent service exchange units. 

This warranty is not transferable. This warranty will be the purchaserõs sole and exclusive remedy and 

neither Allen & Heath nor its approved service centres shall be liable for any incidental or consequential 

damages or breach of any expre ss or implied warranty of this product.  

 

Conditions o f Warranty  

 

The equipment has not been subject to misuse either intended or accidental, neglect, or alteration other 

than as described in the User Guide or Service Manual, or approved by Allen & Heath.  

Any necessary adjustment, alteration or repair has been carried out by an authorised Allen & Heath 

distributor or agent.  

The defective unit is to be returned carriage prepaid to the place of purchase, an authorised Allen & 

Heath distributor or agent with p roof of purchase. Please discuss this with the distributor or the agent 

before shipping. If the unit is to be repaired in a different country to that of its purchase the repair may 

take longer than normal, whilst the warranty is confirmed and parts are sou rced. Units returned should 

be packed in the original carton to avoid transit damage.  

  

DISCLAIMER: Allen & Heath shall not be liable for the loss of any saved/stored data in products that are 

either repaired or replaced.  

 

Check with your Allen & Heath di stributor or agent for any additional warranty information which may 

apply. If further assistance is required please contact Allen & Heath Ltd.  

ALLEN&HEATH 
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IMPORTANT - Read these instructions  before starting:  

 

Safety i nstructions  

Before starting, read the Important Safety Instructions sheet supplied with the equipment.  Heed 

all warnings printed on the sheet and on the equipment panels.  

 

System operating firmware  

The function of the Qu mixer is determined by the firmware (ope rating software) that runs it. Check 

the Allen & Heath website (www.allen-heath.com) for the latest version. Firmware can be 

downloaded and transferred to the mixer via USB key. Read the Release Notes that come with the 

firmware. 

This guide refers to Qu-SB firmware V1.9. 

 

Software licence a greement  

By using this Allen & Heath product and the software within it you agree to be bound by the terms 

of the relevant End User Licence Agreement (EULA), a copy of which can be found on the Allen & 

Heath website (www.allen-heath.com/legal ).  You agree to be bound by the terms of the EULA by 

installing, copying, or using the software.  

 

Further information  

Refer to the Allen & Heath website for further information, knowledgebase  and technical support . 

You can join our Allen & Heath Digital Community to share knowledge and information with other 

Qu users. Download the Qu Mixer Reference Guide for more information on the Qu setup and 

mixing functions.  

 

General precautions  

¶ Ensure an adequate service loop and strain relief when plugging in cables. Run cables to 

avoid a trip hazard. 

¶ To prevent damage to the equipment , avoid placing heavy objects  on the surfaces, 

scratching the surfaces with sharp objects, or rough handling  and vibration. 

¶ Protect the equipment from damage through liquid or dust contamination.  Cover the mixer 

when it is not being used for a long period.  

¶ If the equipment has been stored in sub -zero temperatures allow time for it to reach normal 

operating temperature  before use at the venue.  Recommended operating temperature for 

Qu is 5 to 35 degrees Celsius. 

¶ Avoid using the equipment in ex treme heat and direct sunlight.  Make sure the mixer 

ventilation slots are not obstructed and that there is adequate air movement around  the 

equipment.  

¶ Clean the surface with a soft brush and dry lint -free cloth. Do not use chemicals, abrasives 

or solvents.   

¶ It is recommended that servicing is carried out only by an authorised Allen & Heath agent.  

Contact details for your local distribut or can be found on the Allen & Heath website.  Allen 

& Heath do not accept liability for damage caused by maintenance , repair or modification  

by unauthorised personnel.  

http://www.allen-heath.com/
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Qu-SB Mixer  

Safety Sheet  

AP9240/CL-1 

Å Read this before starting! 

Mains lead     

Å Check this is correct for your territory  

Getting Started Guide  AP10287 

REGISTER YOUR PRODUCT online at: www.allen-heath.com/register  

 

Remote Audio Racks  

Provides access to all 32 channels and extra mixes over dSNAKE Cat5 cable digital snake. 

      AR2412  24 Mic/Line in, 12 Line out  AR84  8 Mic/Line in, 4 Line out 

 Part: AR2412      Part: AR0804 

AB168   16 Mic/Line in, 8 Line out 

Remote AudioRack. 

Part: AB1608 

Qu-Pad app for iPad *  

Qu-You app for iOS* and Android **  

Qu-Control app for iOS*  

 

 

 

 

 

 

 

 

 

 

*available from the App Store  

**available from the Google Play Store  

 

19ó Rack Ears kit 

Part: QU-SB-RK19 

Qu-SB polyester carry bag  

Part AP10560 

ME Personal Mixing System  

ME-1 Personal Mixer 

ME-U 10-port PoE hub 

Cat5 cables    

For use with dSNAKE remote audio 

AH8823  2m (6.6õ) short patch 

AH9651  20m (66õ) coil 

AH9981  50m (165õ) drum 

AH9650 100m (330õ) drum 

Qu-Pad Qu-You Qu-Control 

 

http://www.allen-heath.com/register
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3. Introduction  to Qu -SB 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Qu-SB is part of the Allen & Heath Qu Series of digital mixers. It is similar to the faderless Qu-Pac but without 

front panel controls. Qu -SB provides a compact solution for  wireless mixing using an iPad. An external Wi-

Fi router (wireless access point) is required.  

 

¶ Band mixer for on-stage live mixing, personal monitoring, live and DAW multitrack recording  

¶ Corporate event mixing complete with built-in automatic mic mixer (AMM) 

¶ 32 channel mix engine with 4 internal FX and full processing on all inputs and outputs  

¶ 16 Mic/Line inputs expandable to 32  via dSNAKE (using optional AudioRack)  

¶ 37 sources to the mix including  32 Mic/Line, 1 stereo Line input, 4 dedicated FX returns 

¶ 12 mixes (4 mono, 3 stereo, LR), 4 stereo groups, 2 stereo matrix 

¶ Local outputs for the 12 mixes, LR and MTX1-2. Access other outputs via dSNAKE 

¶ Ability to convert groups to  mixes (provide up to 4 mono and 7 stereo monitor mixes ) 

¶ Free standing or 19ó 4U rack mount (optional rack ear kit ) 

¶ 4 Mute groups, 4 DCA groups  

¶ Input processing ð Preamp, HPF, Gate, PEQ, Compressor, Delay, Ducking 

¶ Output processing ð PEQ, Graphic EQ, Compressor, Delay 

¶ 100 Scene memories with recall filters, safes and USB data transfer 

¶ Qu-Drive for stereo and 18-track recording/playback to USB device 

¶ 32 in, 32 out USB streaming, MIDI DAW control 

¶ Qu-Pad complete mixing wireless remote app for iPad  

¶ Qu-You personal monitoring app for iPhone, iPad, iPod Touch , Android 

¶ Qu-Control customisable app for iOS enabling intuitive wireless control in installed environments. 

¶ Compatible with the Allen & Heath ME personal mixing system  

¶ User permissions and login  to enable operator access 

  



 

 

 

The following diagram shows the available Qu -SB signal flow and processing. A more detailed diagram and 

further information is available within the Qu Mixer Reference Guide which can be downloaded from the 

Allen & Heath website. 
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4. Installing Qu-SB 

 

Free s tanding  - For operating while on a stage 

or other flat surface. Make sure the 4 rubber feet 

are fitted. 

i - Allow space around the unit for ventilation. 

Run the cables to avoid a trip hazard. 

The mixer should be transported in a purpose 

designed padded bag or flight case.   

 

Rack Mounted  - For operating while fitted into 

a 4U space in a standard 19ó equipment rack or 

flight case. The front panel is angled upwards to 

allow easier access to plug in the cables.  A gap 

underneath the unit lets you feed cables through 

from within the rack. 

Rack mounting option kit QU-SB-RK19 is 

available from Allen & Heath. 

i - Ensure adequate air flow. Do not block the 

rear ventilation slots or the gap underneath the 

front of the unit. 

To save space a ôshallowõ case with internal depth 

of 200mm (8ó) or more is recommended . 

 

 

 

 

 

 

 

 

 

 

 

Dimensions  - Shown in millimetres (inches) 

 

 

 

Fit the rack ears 

(AA10262) to the mixer 

using the 2x M4x8 

(AB0332) screws per 

side. Use a Torx T20 

driver. 

 

 

Secure Qu-SB into the 

rack using the 2x M6x16 

screws (AB10301) and 

plastic cups (AB0345) 

per side. 

 

 

The rubber feet do not need to be 

removed. If you do wish to remove them 

then unscrew using a Torx T20 driver. 

 

 

Rubber feet 

 

 

Gap for ventilation and cables 

 

 


























