
SUGGESTED SPECIFICATIONS:                      fixed wall mounted projection 
screen(s),                     (H) x                     (W). To have flexible screen surface,  
fire retardant and mildew resistant. Screen surface will have reinforced black 
binding on all four sides and will attach to front of frame with metal snaps. 
Screen frame will be square aluminum.

SPECIFICATION DATA

HDTV (16:9) Format Dimensions
Viewing Area (H x W) Nominal Diagonal Overall Dimensions Approx. Ship. Wt.
In. Cm In. Cm In. Cm Lbs. Kg

371⁄2" x 67" 95 x 170 77" 196 411⁄2" x 71" 105 x 180 15 6.8

401⁄2" x 72" 103 x 183 82" 208 441⁄2" x 76" 113 x 193 16 7.3

45" x 80" 114 x 203 92" 234 49" x 84" 124 x 213 17 7.7

49" x 87" 124 x 221 100" 254 53" x 91" 135 x 231 19 8.6

52" x 92" 132 x 234 106" 269 56" x 96" 142 x 244 20 9.1

54" x 96" 137 x 244 110" 279 58" x 100" 147 x 254 21 9.5

58" x 104" 147 x 264 119" 302 62" x 108" 157 x 274 23 10.4

65" x 116" 165 x 295 133" 338 69" x 120" 175 x 305 24 10.9

78" x 139" 198 x 353 159" 404 82" x 143" 208 x 363 28 12.7

941⁄2" x 168" 240 x 427 193" 490 981⁄2" x 172" 250 x 437 44 20.0

108" x 192" 274 x 488 220" 559 112" x 196" 284 x 498 64 29.0

Perm-Wall
Wall Mounted Projection Screen

PRODUCT NOTES

• All Da-Mat®, High Contrast Da-Mat®, Da-Tex® and Dual 

Vision surfaces are seamless up to 16' high.

• Overall dimensions +/- ¼" (6 mm).

• Specifications subject to change without notice.

• Custom formats and sizes available upon request.

• All viewing surfaces are standard with black 
backing except Da-Tex® and Dual Vision.

WHEN ORDERING, MARK APPROPRIATE SELECTIONS:

1. Select size from charts on the other side.

2. Select viewing surface (All Da-Lite surfaces are GREENGUARD GOLD Certified.): 

 Da-Mat®

 High Contrast Da-Mat® 

3. Optional accessories: 

 Velcro® Attachment (snaps standard).

 Dual Vision

 Da-Tex®(Rear)
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PRODUCT VIEWS

A BRAND OF MILESTONE AV TECHNOLOGIES   

www.milestone.com

P 800.622.3737 / 574.267.8101 

F 877.325.4832 / 574.267.7804 

E info@da-lite.com

In British Columbia, Milestone AV Technologies ULC carries on business as 
MAVT Milestone AV Technologies ULC. 

©2017 Milestone AV Technologies. DL–0231 (Rev. 2) 12.17.  
Da-Lite is a registered trademarks of Milestone AV Technologies. All other 
brand names or marks are used for identification purposes and are 
trademarks of their respective owners. All patents are protected under 
existing designations. Other patents pending. 
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